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Profesionalny pokroéil.

Rad Sharp A, ktory prinasa konzistentny a spolahlivy vykon so zivymi farbami a
jasnostou, je navrhnuty pre pevné instalacie, ktoré vyzaduju spolahlivi kvalitu

obrazu a nizke naroky na udrzbu.

e Ziadne vymeny ldmp - aZ 20 000 h bezidrZbovej prevadzky vdaka
laserovému zdroju svetla.

Nie je nutna udrzba filtrov — Uplne utesneny opticky laserovy LCD blok
umozniuje konstrukciu bez filtrov. Brilantny jas farieb je zachovany a
naklady na Gdrzbu uz nepredstavuju stcast vasho rozpoctu.
Mimoriadne tiché prevadzka - patentovany uzavrety opticky blok s
inovativnym dizajnom ventilatora nielen chrani pred vnikanim prachu,
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ale zaroven vyrazne znizuje hlu¢nost.

Ohromte okolie Zivymi farbami a kontrastom - jasna biela a Siroky
farebny priestor s vysokym dynamickym kontrastom podporujicim
Standard HDR10 cez rozhranie HDMI.

Neuveritelné vizualizacné schopnosti - pdsobiva volnost pri naklanani
a instalacii na vysku, jedinecné geometrické nastavenie, dlazdicovanie
a prelinanie obrazu riadené kamerou.
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Technické udaj

Implicitné rozlisenie (pixle) 1920 x 1200 (WUXGA) Prikon (W) (max. prevadzkovy) 615
Pomer Sirky k vy$ke obrazovky 16:10 Prikon (W) (pohotovostny rezim) 0,28
Kontrastny pomer 3000000:1 Prevadzkova teplota (oC) 0-40
Storage Temperature [°C] -10-60
Special Characteristics NaViSet Administrator 2 Storage Humidity [%] 20
24/7 Certifikovand prevadzka True Storage Humidity [%)] 80
Operating Time 24/7
Energy Efficiency Intelligent Power Management
Operating Humidity (min) [%] 20 Ecological Standards Vyhovuje ErP
Operating Humidity (max) [%] 80 Ecological Materials Priru¢ky na stiahnutie
Output Control 1xRJ45 Prislusenstvo
Shipping Content Napajaci kabel
Safety & Ergonomics RoHS, CE, EAC, ErP
Power Supply 100-240V
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